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CAR POWER



Car Power Policy 
DUMP OF SERVICE android.frameworks.automotive.powerpolicy.ICarPowerPolicyServer/default:

  Registered power policies:

    - system_power_policy_initiall_on(enabledComponents: AUDIO, DISPLAY, CPU, disabledComponents: MEDIA, BLUETOOTH, WIFI, CELLULAR, ETHERNET, 
PROJECTION, NFC, INPUT, VOICE_INTERACTION, VISUAL_INTERACTION, TRUSTED_DEVICE_DETECTION, LOCATION, MICROPHONE)

    - system_power_policy_all_on(enabledComponents: AUDIO, MEDIA, DISPLAY, BLUETOOTH, WIFI, CELLULAR, ETHERNET, PROJECTION, NFC, INPUT, 
VOICE_INTERACTION, VISUAL_INTERACTION, TRUSTED_DEVICE_DETECTION, LOCATION, MICROPHONE, CPU, disabledComponents: none)

  Power policy groups: none

  No user interaction power policy: system_power_policy_no_user_interaction(enabledComponents: WIFI, CELLULAR, ETHERNET, TRUSTED_DEVICE_DETECTION, 
CPU, disabledComponents: AUDIO, MEDIA, DISPLAY, BLUETOOTH, PROJECTION, NFC, INPUT, VOICE_INTERACTION, VISUAL_INTERACTION, LOCATION, 
MICROPHONE)

  Current state of power components:

    Enabled components: CPU, MICROPHONE, LOCATION, TRUSTED_DEVICE_DETECTION, VISUAL_INTERACTION, VOICE_INTERACTION, INPUT, NFC, 
PROJECTION, ETHERNET, CELLULAR, WIFI, BLUETOOTH, DISPLAY, MEDIA, AUDIO

    Disabled components:

   



Garage Mode Jobs 
DUMP OF SERVICE jobscheduler:

Registered 38 jobs:

  JOB #1000/1: 14eb508 
com.android.providers.settings/.WriteFallbackSettingsFilesJobService

    1000 
tag=*job*/com.android.providers.settings/.WriteFallbackSettingsFilesJobService

    Source: uid=1000 user=0 pkg=com.android.providers.settings

    JobInfo:

      Service: 
com.android.providers.settings/.WriteFallbackSettingsFilesJobService

      PERIODIC: interval=+1d0h0m0s0ms flex=+1d0h0m0s0ms

      PERSISTED

      Priority: 300 [DEFAULT]

      Requires: charging=true batteryNotLow=false deviceIdle=false

JOB #1000/800: ba20511 
android/com.android.server.pm.BackgroundDexOptJobService

    1000 tag=*job*/android/com.android.server.pm.BackgroundDexOptJobService

    Source: uid=1000 user=0 pkg=android

    JobInfo:

      Service: android/com.android.server.pm.BackgroundDexOptJobService

      PERIODIC: interval=+1d0h0m0s0ms flex=+1d0h0m0s0ms

      Priority: 300 [DEFAULT]

      Requires: charging=true batteryNotLow=false deviceIdle=true

      Backoff: policy=1 initial=+30s0ms

      Has early constraint

      Has late constraint

    Required constraints: CHARGING TIMING_DELAY DEADLINE IDLE [0xc0000005]



BINDER



Binder Failed Transactions

------ BINDER FAILED TRANSACTION LOG (/dev/binderfs/binder_logs/failed_transaction_log: 2025-01-25 16:22:43) ------
79893: reply from 1559:1572 to 0:0 context binder node 0 handle -1 size 244:8 ret 29189/0 l=2716
79899: reply from 1559:1695 to 0:0 context binder node 0 handle -1 size 244:8 ret 29189/0 l=2716
103010: async from 776:776 to 0:0 context binder node 0 handle 528 size 92:0 ret 29189/-22 l=2784



Binder Stats

------ BINDER STATS (/dev/binderfs/binder_logs/stats: 2025-01-25 16:22:43) ------

binder stats:

transaction_complete: active 0 total 294032

proc 3035

context binder

  threads: 8

  requested threads: 0+4/15

  ready threads 5

  free async space 520192

  nodes: 3

Threads: total number of threads registered with the Binder driver for this process

requested threads: 0+4/15 : 15 represents the maximum number of threads allowed 
for the process

Ready threads :Number of threads in the Binder thread pool that are idle and ready 
to handle transactions



Network



Network Information

DUMP OF SERVICE network_management:

DETAILED SOCKET STATE (ss -eionptu)

------ NETWORK INTERFACES (ip link) ------

------ IPv4 ADDRESSES (ip -4 addr show) ------

------ IPv6 ADDRESSES (ip -6 addr show) ------

------ IP RULES (ip rule show) ------

------ IP RULES v6 (ip -6 rule show) ------

------ RT_TABLES (/data/misc/net/rt_tables: 2025-01-25 16:23:59) ------

255 local

254 main

97 local_network

98 legacy_network

------ ROUTE TABLE IPv4 (ip -4 route show table 255) ------

------ ROUTE TABLE IPv6 (ip -6 route show table 1015) ------

----- ARP CACHE (ip -4 neigh show) ------

------ IPv6 ND CACHE (ip -6 neigh show) ------

------ MULTICAST ADDRESSES (ip maddr) ------



Display



Display Information
DUMP OF SERVICE CRITICAL SurfaceFlinger:



WindowManager Info
WINDOW MANAGER WINDOWS (dumpsys window windows)

Window #0 Window{b160fee u0 ScreenDecorOverlayBottom}:
    mAttrs={(0,0)(fillxwrap) gr=BOTTOM CENTER_VERTICAL sim={adjust=pan} layoutInDisplayCutoutMode=always ty=NAVIGATION_BAR_PANEL fmt=TRANSLUCENT
  Window #2 Window{68a94f4 u0 HVAC Passenger Temp}:
    mAttrs={(24,0)(84x419) gr=BOTTOM RIGHT CENTER sim={adjust=pan} ty=DISPLAY_OVERLAY fmt=TRANSLUCENT
  Window #5 Window{5b503ae u0 HVAC Driver Temp collapsed}:
    mAttrs={(24,0)(84x0) gr=BOTTOM LEFT CENTER sim={adjust=pan} ty=DISPLAY_OVERLAY fmt=TRANSLUCENT
  Window #6 Window{90d1b4e u0 HVAC Container}:
    mAttrs={(0,0)(1080x600) gr=BOTTOM LEFT CENTER sim={adjust=pan} ty=DISPLAY_OVERLAY fmt=TRANSLUCENT sysuil=true
  Window #7 Window{feb571a u0 BottomCarSystemBar}:
    mAttrs={(0,0)(fillx72) gr=BOTTOM CENTER_VERTICAL sim={adjust=pan} layoutInDisplayCutoutMode=always ty=NAVIGATION_BAR_PANEL fmt=TRANSLUCENT
  Window #8 Window{7a4e917 u0 HeadsUpNotification}:
    mAttrs={(0,0)(fillxwrap) gr=TOP CENTER_VERTICAL sim={adjust=pan} ty=STATUS_BAR_SUB_PANEL fmt=TRANSLUCENT
  Window #9 Window{f8aad4 u0 SystemUIOverlayWindow}:
    mAttrs={(0,0)(fillxfill) gr=TOP CENTER_VERTICAL sim={adjust=resize} layoutInDisplayCutoutMode=always ty=2040 fmt=TRANSLUCENT
  Window #10 Window{c676e09 u0 TopCarSystemBar}:
    mAttrs={(0,0)(fillx57) gr=TOP CENTER_VERTICAL sim={adjust=pan} layoutInDisplayCutoutMode=always ty=2041 fmt=TRANSLUCENT
  Window #11 Window{6002538 u0 ShellDropTarget}:
    mAttrs={(0,0)(fillxfill) sim={adjust=pan} layoutInDisplayCutoutMode=always ty=APPLICATION_OVERLAY fmt=TRANSLUCENT
  Window #12 Window{23c5d05 u10 InputMethod}:
    mAttrs={(0,0)(wrapxwrap) gr=BOTTOM CENTER_VERTICAL sim={adjust=pan forwardNavigation} ty=INPUT_METHOD fmt=TRANSPARENT wanim=0x1030056 receive insets 
ignoring z-order
  Window #13 Window{a95754e u10 com.android.car.settings/com.android.car.settings.Settings_Launcher_Homepage}:
    mAttrs={(0,0)(fillxfill) sim={adjust=pan forwardNavigation} layoutInDisplayCutoutMode=always ty=BASE_APPLICATION wanim=0x10302f4
  Window #14 Window{bf423a0 u10 com.android.car.carlauncher/com.android.car.carlauncher.AppGridActivity}:
    mAttrs={(0,0)(fillxfill) sim={adjust=pan} layoutInDisplayCutoutMode=always ty=BASE_APPLICATION wanim=0x10302f4



Misc.



Native Services Backtrace



LMK And CPU Info
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